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CRUSHED FOAM FROM BIPOD
INSTALLATION

Element/End Item: ET-093
Flow/Usage: STS-107

Facility: VAB

Design Center Concurrence: NA
Category:

OPR: ETM

TTL ORG: TO

This document does not contain
hazardous operations.

KENNEDY SPACE CENTER - SPACE TRANSPORTATION SYSTEM

(3]
[}
t

b
40




Approval Record

CRUSHED FOAM FROM BIPOD
INSTALLATION

Technical Contact: Tom Ford Phone: __ 1-3354
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Approval Record

CRUSHED FOAM FROM BIPOD
INSTALLATION

Technical Contact: Tom Ford Phone: 1-3354

Category I1 TOP Only
This Approval Record is for all Operation No(s) listed below:

Initial Released Operations: 10

Added Operations: 20-30

Deleted Operations:

Replaced Operations:

Change Index Added

Comments:

Check Family Type: In Family[x] Outof Family[ ] NMAJ[ ]

Organization Name (Printed) . . Naine (Signature)
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Configuration Required: None
5.0 CONFIGURATION ACCOUNTING AND VERIFICATION
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OPERATION 10 Measurements

Shop: SUPOP

Cntrl Rm Console: NA
OPR: ETM

Zone: VAB HB1
Hazard (Y/N): N
Duration (Hrs): 1.0

Interim Summary

Reference PD item 1.0, there is an area of crushed foam resulting from the installation of
the -Y non-adjustable bipod strut. Although this crushed foam is typical, this is now a PR
condition since the bipod struts were removed to facilitate ET demate.

The crushed foam is located at approximately 5 o’clock on the area
trimmed out for the -Y bipod strut clevis.

. Measure and record the dimensions of the crushed foam area:
Length {45 Width __ /.25 Depth__ /&7 _inches
T: o
E-/7-01
Measure and record the foam thickness in that area.
Thickness _Z,_ZZL inches
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OPERATION 30 Summary Closure

Shop: SUPOP

Cntrl Rm Console: NA
OPR: ETM

Zone: VAB

Hazard (Y/N): N
Duration (Hrs); 1.0

Summary Closure

Reference PD item 1.0, there is an area of crushed foam resulting from the first
installation of the -Y non-adjustable bipod strut. Although this crushed foam is typical,
this became a PR condition since the bipod struts were removed to facilitate ET demate.
After the bipod struts were re-installed the condition was verified to still be within
drawing boundaries, and the PR condition no longer existed. No further rework is
required. No RC action is required.

Cause for PD item 1.0: (U) Unavoidable

30-1 Close this PR.
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*** End of Operation 30 ***
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OPERATION 20 Bipod Re-installation Inspection

Shop: SUPOP

Cntrl Rm Console: NA

OPR: ETM ,
Zone: VAB

Hazard (Y/N): N

Duration (Hrs): 1.0

Interim Summary

Reference PD item 1.0, the bipod struts have been re-installed. An inspection will now
be done to see if the foam damage is still within the allowable periphery. Photos will also
be taken.

Reference PD item 1.0, verify that the damaged foam does not extend
more than 0.73 inches beyond the penphery boundary,
T
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Perform photo documentation of the PD 1.0 area.
STC T09-FOAM-XXXX-TSA
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*** End of Operation 20 ***
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Add the following:

10-3 Perform Visual inspection of the PD 1.0 area. Verify no loose foam.

0355,
T:W

7 / /2./4—2,

10-4 Perform photo documentation of the PD 1.0 area.

STC TO09-FOAM-XXXX-TSA
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Reason: To add inspection prior to bipod installation.
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